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(57) ABSTRACT

A comb-structured shielding layer and a wireless charging
transmitter thereof are provided. The wireless charging mod-
ule is connected to a power source, has at least one wireless
charging coil and at least one comb-structured shielding
layer, and is configured to convert alternative current power
from the power source to H-field electromagnetic radiations,
and wirelessly charges an electronic device. The comb-struc-
tured shielding layer is disposed between the wireless charg-
ing module and the target electronic device and configured to
allow the H-field electromagnetic radiations pass through.
The comb-structured shielding layer includes a first area and
a second area. The first area is electrically connected to a
reference electric potential. The second area is electrically
connected to the reference electric potential through the first
area, and is configured to shield the E-field electromagnetic
radiations but allow the H-field electromagnetic radiations
pass through the comb-structured shielding layer.

15 Claims, 9 Drawing Sheets
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COMB-STRUCTURED SHIELDING LAYER
AND WIRELESS CHARGING TRANSMITTER
THEREOF

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims the priority benefits of U.S. provi-
sional application Ser. No. 61/619,427, filed on Apr. 3, 2012.
The entirety of the above-mentioned patent application is
hereby incorporated by reference herein and made a part of
this specification.

BACKGROUND

1. Technical Field

This invention relates to a comb-structured shielding layer,
and, particularly, relates to a wireless charging transmitter
which has the comb-structured shielding layer disposed on at
least one side of the wireless charging transmitter.

2. Related Art

The vehicle in the future may have a great amount of
electronic guidance, which may help and control the vehicle.
The additional sensors, actuators and wires disposed in the
vehicle may greatly increase weight of the vehicle. This situ-
ation seems contradictory to fuel consumption reduction
efforts. In order to avoid adding such weight to the vehicle,
these electrical or electronic components/systems may rely
more on wirelessly transmitting information between them.
These wireless communicating devices in the vehicle may not
come in a consolidated and organized manner. These wireless
communicating devices may come step by step depending on
the technology progress and the vendors designing the elec-
trical or electronic components/systems. The wireless trans-
mission generally involves with electromagnetic radiation
which usually occur in a non-directed fashion, hence such
electromagnetic radiation may probably interfere with/influ-
ence other electrical or electronic components/systems. Such
interference may lead to a higher risk in operation failures or
even leading to safety issue. Thus, the automotive industry
manufacturers such as original equipment manufacturers
(OEM) have set high and strict standards in EMC and EMI
compliance.

On the other hand, wireless charging of portable electronic
devices will become a common feature in the vehicles in
future. The wireless charging technology in general charges
the electronic devices by magnetic induction caused by quick
alternating currents in the transmitter coils of the wireless
charging transmitter (or module).

During the wireless charging process, the magnetic
H-fields that charge the device only interfere in a limited very
small distance with other electronic devices which is accept-
able by the OEM’s, but the H-Fields do generate an E-Fields.
The E-Fields do radiate in frequencies and amplitudes that are
not compliant to OEM’s EMC and EMI specifications; and
thus the E-Fields may interfere with other in-vehicle electron-
ics and may lead to safety problem. The aforementioned
problems may occur also in other areas outside the vehicle. A
simple metal shielding sheet such as being provided on
printed circuit (PCB)s, e.g., radios or automotive multimedia
playback modules will not work properly because the metal
shielding sheet prevents transmitter coils of the wireless
charging transmitter from being inductive magnetic coupling
to the electronic device which needs to be charged.

SUMMARY

The invention is directed to a comb-structured shielding
layer, which allows the H-field being radiated from the a
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wireless charging transmitter disposed below the comb-struc-
tured shielding layer, but shields the E-fields generated from
the H-field. With the comb-structured shielding layer dis-
posed on at least one side of the wireless charging transmitter,
the wireless charging transmitter can wirelessly charge a tar-
get electronic device and meanwhile keep undesired E-field
radiation lower than the predetermined threshold.

According to an embodiment of the invention, a comb-
structured shielding layer is provided. The comb-structured
shielding layer includes a first area and a second area. The first
area is electrically connected to a reference electric potential.
Additionally, the second area is electrically connected to the
reference electric potential through the first area, being a
comb-shape area, and configured to shield E-field electro-
magnetic radiations but allow magnetic H-field electromag-
netic radiations associated with the E-field electromagnetic
radiations pass through the comb-structured shielding layer.

According to an embodiment of the invention, a wireless
charging transmitter is provided. The wireless charging trans-
mitter includes a wireless charging module and at least one
comb-structured shielding layer. The wireless charging mod-
ule is connected to an external power source and has at least
one wireless charging coil. The wireless charging module is
configured to convert alternative current power from the
external power source to magnetic H-field electromagnetic
radiations, and wirelessly charges a target electronic device.
Additionally, the at least one comb-structured shielding layer
is disposed between the wireless charging module and the
target electronic device, and configured to allow the magnetic
H-field electromagnetic radiations pass through the at least
one comb-structured shielding layer.

Several exemplary embodiments accompanied with fig-
ures are described in detail below to further describe the
disclosure in details.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings are included to provide fur-
ther understanding, and are incorporated in and constitute a
part of this specification. The drawings illustrate exemplary
embodiments and, together with the description, serve to
explain the principles of the disclosure.

FIG. 1is a schematic diagram illustrating a wireless charg-
ing transmitter with a comb-structured shielding layer
according to an embodiment of the disclosure.

FIG. 2 is a schematic diagram illustrating a comb-struc-
tured shielding layer according to a first embodiment of the
disclosure.

FIG. 3 is a schematic diagram illustrating measured elec-
tromagnetic radiation of an unshielded wireless charging
transmitter.

FIG. 4 is a schematic diagram illustrating measured elec-
tromagnetic radiation of a wireless charging transmitter with
a comb-structured shielding layer according to an embodi-
ment of the disclosure.

FIG. 5 is a schematic diagram illustrating a wireless charg-
ing transmitter with comb-structured shielding layers accord-
ing to another embodiment of the disclosure.

FIG. 6 is a schematic diagram illustrating a wireless charg-
ing transmitter with comb-structured shielding layers accord-
ing to another embodiment of the disclosure.

FIG. 7 is a schematic diagram illustrating a comb-struc-
tured shielding layer according to a second embodiment of
the disclosure.

FIG. 8 is a schematic diagram illustrating a comb-struc-
tured shielding layer according to a third embodiment of the
disclosure.
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FIG. 9 is a schematic diagram illustrating a comb-struc-
tured shielding layer according to a fourth embodiment of the
disclosure.

DETAILED DESCRIPTION OF DISCLOSED
EMBODIMENTS

Itis to be understood that the terminology used herein is for
the purpose of describing particular embodiments, and is not
intended to be limiting, as the scope of the disclosure will be
defined by the appended claims and equivalents thereof.

The singular forms “a,” “an,” and “the” include plural
referents unless the context clearly dictates otherwise.

FIG. 1 is a schematic diagram illustrating a wireless charg-
ing transmitter with a comb-structured shielding layer
according to an embodiment of the disclosure. Referring to
FIG. 1, the wireless charging transmitter 10 includes a wire-
less charging module 11 and a shielding layer 12. The wire-
less charging module 11 is electrically coupled to a power
source 20, which may provide alternating current (AC) power
to the wireless charging module 11. The wireless charging
module 11 has wireless charging coil structure (not shown in
FIG. 1) which is configured to convert the AC power from the
power source 20 to magnetic H-field radiation, which may be
further configured to wirelessly charge an electronic device
30’s battery which may be temporarily placed by a user on the
top of the shielding layer 12. Also, the wireless charging
module 11 may have ferritic encapsulation that provides an
H-field and E-field shielding on different side(s) of the wire-
less charging module 11 in relation to the shielding layer 12.
For example, in FIG. 1, the ferritic encapsulation is disposed
on the bottom of the wireless charging module 11.

In the present embodiment, the shielding layer 12 is allo-
cated on the top of the wireless charging module 11, and is
configured to shield E-field radiations from the wireless
charging module 11. The shielding layer 12 is a comb-struc-
tured shielding layer, which includes a striped area in which
there are parallel spaces between its segments, and the seg-
ments altogether resemble a comb-shaped area. It is noted
that, in the present disclosure, a wireless charging coil struc-
ture/charging coil of the wireless charging module 11 is com-
pletely covered by the comb-shaped area of the comb-struc-
tured shielding layer 12.

FIG. 2 is a schematic diagram illustrating a comb-struc-
tured shielding layer according to a first embodiment of the
disclosure. Referring to FIG. 2, the comb-structured shield-
ing layer 12 may include a first area 121 and a second area
122. The second area is a comb-shaped area, and electrically
coupled to ground through an electrical connection of the first
area 121 and the ground (or a reference electrical potential
level) of a wireless charging transmitter, in which the comb-
structured shielding layer 12 is disposed. The second area 122
includes a plurality of parallel segments 122-1, 122-2, . . .,
122-n, where n is positive integers greater than 2. There are
parallel spaces allocated between the parallel segments 122-
1, 122-2, . . ., 122-n. Thus, the comb-structured shielding
layer 12 may shield the E-field electromagnetic radiations
from a wireless charging module close to the comb-structured
shielding layer 12, while the comb-structured shielding layer
12 may be invisible to (or not shielding) the H-field electro-
magnetic radiations from the wireless charging module.

In the present embodiment, the grounded shielding of the
first area 121 and the second area 122 may be printed on a
printed circuit board (PCB) as a circuit path. The shielding of
the first area 121 and the second area 122 are conductive
materials such as metal. For example, in the present embodi-
ment, the copper coating may be firstly applied on a PCB

10

15

20

25

30

35

40

45

50

55

60

65

4

shown as a board 123; then parallel spaces between the seg-
ments of the second area 122 may be stripped off/peeled
oft/delaminated from the board 123 to form the comb-shaped
shielding area. However, the present disclosure is not limited
to PCB; and in other embodiment, any non-conductive mate-
rial may be configured as the board of the shielding, a carrier
of the shielding or a foil on which the grounded shielding of
the first area 121 and the second area 122 may be printed on
or disposed on.

FIG. 3 is a schematic diagram illustrating measured elec-
tromagnetic radiation of an unshielded wireless charging
transmitter. Referring to FIG. 3, the schematic diagram shows
an experiment measurement on electromagnetic radiations
from the wireless charging module without shielding or with-
out the comb-structured shielding layer. The measurement of
electromagnetic radiations is conducted on a target electronic
device placed on top of the unshielded wireless charging
transmitter. The electric current of the wireless charging mod-
ule is configured to be between 620 mA to 630 mA. The line
33 in FIG. 3 refers to a peak electromagnetic radiations
threshold according to OEM’s EMC and EMI specifications;
the line 34 in FIG. 3 refers to an averaged electromagnetic
radiations threshold according to OEM’s EMC and EMI
specifications. The line 31 refers to peak measured electro-
magnetic radiations; the line 32 refers to average measured
electromagnetic radiations. According to observations on the
lines 31, 32, 33 and 34, it may be concluded that the radiations
from the wireless charging module is significant above the
spectrum limit of OEM’s EMC and EMI specifications in a
board spectrum and thus not acceptable.

FIG. 4 is a schematic diagram illustrating measured elec-
tromagnetic radiation of a wireless charging transmitter with
a comb-structured shielding layer according to an embodi-
ment of the disclosure. Referring to FIG. 4, the schematic
diagram shows an experiment measurement on electromag-
netic radiations from the wireless charging module with
shielding, and, particularly, the shielding being the comb-
structured shielding layer such as those illustrated in FIGS.
1-2. The measurement of electromagnetic radiations is con-
ducted on a target electronic device placed on top of the
comb-structured shielding layer, which is disposed on top of
the wireless charging module in the wireless charging trans-
mitter. The electric current of the wireless charging module is
configured to be between 640 mA to 650 mA. The line 43 in
FIG. 4 refers to a peak electromagnetic radiations threshold
according to OEM’s EMC and EMI specifications; the line 44
in FIG. 4 refers to an averaged electromagnetic radiations
threshold according to OEM’s EMC and EMI specifications.
The line 41 refers to peak measured electromagnetic radia-
tions; the line 42 refers to average measured electromagnetic
radiations. Based upon observations on the lines 41, 42, 43
and 44, it may be shown that the radiations from the wireless
charging module is still within the spectrum limit of OEM’s
EMC and EMI specifications in a board spectrum and thus
acceptable.

FIG. 5 is a schematic diagram illustrating a wireless charg-
ing transmitter with comb-structured shielding layers accord-
ing to another embodiment of the disclosure. Referring to
FIG. 5, the wireless charging transmitter 50 may include a
wireless charging module 11, which is disposed between two
layers of comb-structured shielding layers 12 and 52. The
comb-structured shielding layers 12 and 52 may be config-
ured to provide shielding of E-field electromagnetic radia-
tions from the wireless charging module 11.

FIG. 6 is a schematic diagram illustrating a wireless charg-
ing transmitter with comb-structured shielding layers accord-
ing to another embodiment of the disclosure. Referring to
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FIG. 6, the wireless charging transmitter 50 may include a
wireless charging module 11, which is disposed in a sur-
rounding of six layers of comb-structured shielding layers 12,
52, 62, 72, 82 and 92. In other words, the comb-structured
shielding layers 12, 52, 62, 72, 82 and 92 may be disposed
respectively on six different sides of the wireless charging
transmitter 50. Thus, the comb-structured shielding layers 12,
52, 62, 72, 82 and 92 are respectively configured to provide
shielding of E-field electromagnetic radiations from the wire-
less charging module 11 in different reference directions. In
practical implementations, a wireless charging transmitter
may have any combination of the comb-structured shielding
layers 12,52, 62, 72, 82 and 92, where the combination of the
comb-structured shielding layers may be a combination of
two, three, four, five or six comb-structured shielding layers
depending on practical design requirements.

FIG. 7 is a schematic diagram illustrating a comb-struc-
tured shielding layer according to a second embodiment of
the disclosure. Referring to FIG. 7, a comb-structured shield-
ing layer 70 may include a first area 121 and a second area
122. Both of the first area 121 and the second area 122 are
grounded. In comparison with the first embodiment, the sec-
ond area 122 have a plurality of parallel segments 122-1,
122-2, . . ., 122-n; each of the parallel segments 122-1,
122-2, ...,122-p has an inclined angle between itself and an
edge reference line 124 of the comb-structured shielding
layer 70. It is noted that, in a wireless charging operation, the
wireless charging coil or coil structure is allocated to be
completely covered by the second area 122, and the comb-
structured shielding layer 70 is disposed between the wireless
charging coil or coil structure and the target electronic device
which is to be wirelessly charged.

FIG. 8 is a schematic diagram illustrating a comb-struc-
tured shielding layer according to a third embodiment of the
disclosure. Referring to FIG. 8, a comb-structured shielding
layer 80 may include a first area 121 and a second area 122.
Both of the first area 121 and the second area 122 are
grounded. In comparison with the first embodiment, the sec-
ond area 122 have a plurality of parallel segments 122-1,
122-2, . . ., 122-n; each of the parallel segments 122-1,
122-2, ..., 122-r have a corrugated shape but they do not
cross each other. It is noted that, in a wireless charging opera-
tion, the wireless charging coil or coil structure is allocated to
be completely covered by the second area 122, and the comb-
structured shielding layer 80 is disposed between the wireless
charging coil or coil structure and the target electronic device
which is to be wirelessly charged.

FIG. 9 is a schematic diagram illustrating a comb-struc-
tured shielding layer according to a fourth embodiment of the
disclosure. Referring to FIG. 9, a comb-structured shielding
layer 100 may include a first shielding layer 101 and a second
shielding layer 103 disposed between a non-conductive layer
102. Both of the first shielding layer 101 and the second
shielding layer 103 are grounded. The first shielding layer
101 have a plurality of parallel segments 101-1, 101-2, . . .,
101-» with parallel spaces allocated between the parallel
segments 101-1, 101-2, . . ., 101-7. Similarly but not identi-
cally, the second shielding layer 103 have a plurality of par-
allel segments 103-1, 103-2, . . ., 103-m with parallel spaces
allocated between the parallel segments 103-1, 103-2, .. .,
103-m but the parallel segments 103-1, 103-2, .. ., 103-m are
allocated in a first orientation orthogonal to a second orien-
tation of the parallel segments 101-1, 101-2, . . . , 101-n,
where m is a positive integer greater than 2 and m may be
different from n. In a wireless charging operation, the comb-
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structured shielding layer 100 is allocated on the top of the
wireless charging module as the shielding layer 12 shown in
FIG. 1.

It will be apparent to those skilled in the art that various
modifications and variations can be made to the structure of
the disclosed embodiments without departing from the scope
or spirit of the disclosure. In view of the foregoing, it is
intended that the disclosure cover modifications and varia-
tions of this disclosure provided they fall within the scope of
the following claims and their equivalents.

What is claimed is:

1. A comb-structured shielding layer, disposed between a
wireless charging module and a target electronic device and
completely covering the wireless charging module, compris-
ing:

a first area, electrically connected to a reference electric

potential; and

a second area, electrically connected to the reference elec-
tric potential through the first area, being a comb-shape
area, configured to shield E-field electromagnetic radia-
tions but allow magnetic H-field electromagnetic radia-
tions associated with the E-field electromagnetic radia-
tions pass through the comb-structured shielding layer.

2. The comb-structured shielding layer of claim 1, wherein
the first area and the second area are both printed on a non-
conductive material board.

3. The comb-structured shielding layer of claim 1, wherein
the first area and the second area are both conductive materi-
als.

4. The comb-structured shielding layer of claim 1, wherein
the comb-shape area of the second area is configured with a
plurality of parallel segments, and the parallel segments are
spaced by non-conductive materials.

5. The comb-structured shielding layer of claim 4, wherein
each one of the parallel segments is configured with an
inclined angle between a reference line of the comb-struc-
tured shielding layer and the each one of the parallel seg-
ments.

6. The comb-structured shielding layer of claim 4, wherein
each one of the parallel segments is configured with a corru-
gated shape but the parallel segments do not cross any other
parallel segments.

7. A wireless charging transmitter, comprising:

a wireless charging module, connected to an external
power source, having at least one wireless charging coil,
configured to convert alternative current power from the
external power source to magnetic H-field electromag-
netic radiations, and wirelessly charges a target elec-
tronic device; and

at least one comb-structured shielding layer, disposed
between the wireless charging module and the target
electronic device and completely covering the wireless
charging module, configured to allow the magnetic
H-field electromagnetic radiations pass through the at
least one comb-structured shielding layer.

8. The wireless charging transmitter of claim 7, wherein the
at least one comb-structured shielding layer is configured to
shield the target electronic device from E-field electromag-
netic radiations associated with the magnetic H-field electro-
magnetic radiations.

9. The wireless charging transmitter of claim 7, wherein
each one of the at least one comb-structured shielding layer
comprises:

a first area, electrically connected to a reference electric

potential; and

a second area, electrically connected to the reference elec-
tric potential through the first area, being a comb-shape
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area, configured to shield the E-field electromagnetic
radiations but allow the magnetic H-field electromag-
netic radiations pass through the comb-structured
shielding layer.

10. The wireless charging transmitter of claim 9, wherein 5
the first area and a second area are both printed on a non-
conductive material board.

11. The wireless charging transmitter of claim 9, wherein
the first area and the second area are both conductive materi-
als. 10

12. The wireless charging transmitter of claim 9, wherein
the comb-shape area of the second area is configured with a
plurality of parallel segments, and the parallel segments are
spaced by non-conductive materials.

13. The wireless charging transmitter of claim 12, wherein 15
each one of the parallel segments are configured with an
inclined angle between a reference line of the comb-struc-
tured shielding layer and the each one of the parallel seg-
ments.

14. The wireless charging transmitter of claim 12, wherein 20
each one of the parallel segments is configured with a corru-
gated shape but the parallel segments do not cross any other
parallel segments.

15. The wireless charging transmitter of claim 12, wherein
the comb-structured shielding layer includes a first comb- 25
structured shielding layer and a second comb-structured
shielding layer disposed between a non-conductive layer, and
a first orientation of the parallel segments on first comb-
structured shielding layer and a second orientation of the
parallel segments on second comb-structured shielding layer 30
are orthogonal to each other.
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